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Coast Guard, DHS § 127.420 

spacing of fixed seating must be suffi-
cient to allow ready escape in case of 
fire or other emergency. The following 
are minimal requirements: 

(i) Aisles 4.6 meters (15 feet) in length 
or less must not be less than 610 milli-
meters (24 inches) wide. 

(ii) Aisles more than 4.6 meters (15 
feet) in length must not be less than 
760 millimeters (30 inches) wide. 

(iii) Where the seating is in rows, the 
distance from seat front to seat front 
must not be less than 760 millimeters 
(30 inches). 

(2) If the intended operation of a ves-
sel is to carry offshore workers aboard 
for more than 24 hours, quarters for 
them must be provided. Each state-
room for use by them must— 

(i) Berth no more than six workers; 
(ii) Have clear headroom of at least 

1.9 meters (6 feet, 3 inches); and 
(iii) Contain at least 1.9 square me-

ters (20 square feet) of deck and at 
least 4 cubic meters (140 cubic feet) of 
space for each worker accommodated. 
The presence in a stateroom of equip-
ment for use by the occupants does not 
diminish the area or volume of the 
room. 

(3) Toilets and washbasins for use by 
offshore workers must meet the re-
quirements of paragraph (a)(3) of this 
section. 

(c) Each crew member and offshore 
worker aboard a vessel of less than 100 
gross tons must be provided with ac-
commodations of adequate size and 
construction, and with equipment for 
his or her protection and convenience 
suitable to the size, facilities, and serv-
ice of the vessel. 

(d) For each vessel of 100 or more 
gross tons, the bulkheads and decks 
separating accommodations for crew 
members and offshore workers from 
machinery spaces must be of ‘‘A’’ Class 
construction as defined by § 92.07–5 of 
this chapter. 

(e) After reviewing the arrangement 
drawings required by § 127.110 of this 
part, the cognizant OCMI will deter-
mine, and record on the vessel’s Cer-
tificate of Inspection, the number of 
offshore workers that the vessel may 
carry. 

Subpart C—Rails and Guards 
§ 127.310 Where rails required. 

(a) Each vessel must have perma-
nently installed efficient guard rails or 
bulwarks on decks and bridges. Each 
rail or bulwark must stand at least 1 
meter (391⁄2 inches) from the deck ex-
cept that, where this height would 
interfere with the normal operation of 
the vessel, the cognizant OCMI may ap-
prove a lesser height. 

(b) At exposed peripheries of the 
freeboard and superstructure decks, 
each rail must consist of at least three 
courses, including the top. The opening 
below the lowest course must be no 
more than 230 millimeters (9 inches) 
with courses no more than 380 millime-
ters (15 inches) apart. On other decks 
and bridges each rail must consist of at 
least two courses, including the top, 
approximately evenly spaced. 

(c) If satisfied that the installation of 
any rail of the required height would 
be impracticable, the cognizant OCMI 
may accept hand grabs or a rail of a 
lesser height in its place. 

§ 127.320 Storm rails. 
Suitable storm rails must be in-

stalled in each passageway and at the 
deckhouse sides, including in way of in-
clined ladders, where persons aboard 
have normal access. They must be in-
stalled on both sides of passageways 
which are more than 1.8 meters (6 feet) 
wide. 

§ 127.330 Guards in dangerous places. 
Suitable hand covers, guards, or rails 

must be installed on each exposed and 
dangerous place, such as gears of rotat-
ing machinery, and hot surfaces. 

Subpart D—Construction of Win-
dows, Visibility, and Oper-
ability of Coverings 

§ 127.410 Safety-glazing materials. 
Glass and other glazing material used 

in windows must be material that will 
not break into dangerous fragments if 
fractured. 

§ 127.420 Strength. 
Each window or porthole, and its 

means of attachment to the hull or the 

VerDate Mar<15>2010 11:34 Nov 21, 2012 Jkt 226199 PO 00000 Frm 00407 Fmt 8010 Sfmt 8010 Y:\SGML\226199.XXX 226199w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 


		Superintendent of Documents
	2012-11-29T14:34:36-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




